
AIR COMPRESSORS

2.5 HP Air Compressor

1,720 RPM
MAC2400

FEATURES:
• High Output - Cast Iron Pump with BIG BORE cylinder and piston,

combined with greater bore and stroke, delivers maximum performance
• Low Noise - Substantially lower noise levels with a large 1,720-RPM pump - 

enabling greater displacement at a lower RPM
• Low Amp Draw - Reduces incidences of tripped breakers and voltage drop that 

can cause premature motor failure
• Oil Lubricated - Cooler running pump, minimizes wear
• Roll-Cage Construction - Complete protection to withstand extreme jobsite 

environments

THE ULTIMATE JOBSITE 
AIR COMPRESSORS

FEATURES:
• Powers two framing nailers simultaneously
• High Output - 6.5 CFM @ 90 PSI
• Folding Handle - Low profile for easy storage with handle folded
• Rugged Wheels - Jobsite portability
• Built-in Storage Compartment - Conveniently stores air fittings & accessories 
• Oil Lubricated - Cooler running pump, minimizes wear
• Air Hose Wrap - Stores 50' of 3/8" Air Hose with handle folded or upright
• Tool Hangers - Stores tools when not in use
• Tank Drain Valve - Durable and easy to operate ball valve
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SPECIFICATIONS MAC5200 MAC2400 MAC700

Horsepower 3.0 2.5 2.0
Tank Capacity 5.2 Gallon 4.2 Gallon 2.6 Gallon
CFM @ 90 PSI 6.5 4.2 3.3
Noise Level 90 dB 79 dB 80 dB
AMP Draw 13.8 12.3 12.4
Pump Type Oil-lubricated Oil-lubricated Oil-lubricated
Operating Pressure 0-140 PSI 0-130 PSI 0-130 PSI
Weight 88 lbs. 77 lbs. 52 lbs.
Dimensions (LxWxH) 29" x 19" x 19-1/2" (w/handle folded) 19-3/8" x 18-3/4" x 18" 18" x 10" x 22"

INCREASED PERFORMANCE  • GREATER DURABILITY  • ADVANCED FEATURES

LOW NOISE • LOW AMP DRAW
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INDUSTRIAL POWER TOOLS

AIR HOSES

Model

1121-1

MAC700
MAC2400
MAC5200

6/Pkg. Display
Part#

10/Pkg.
Part#

5/Pkg.
Part#

3/Pkg.
Part#

1/Pkg.
Part#

Size

1/4'' x 25' 1121-1-1
1/4'' x 50' 1122-1-1 1122-1

1/4'' x 100'
3/8'' x 25'
3/8'' x 50'

3/8'' x 100'

1123-1-1
VAH25-1 VAH25
VAH50-1
VAH100-1 VAH100

1123-1

VAH50 VAH50-6

Model

RAH25

6/Pkg. Display
Part#

10/Pkg.
Part#

5/Pkg.
Part#

3/Pkg.
Part#

1/Pkg.
Part#

Size

3/8'' x 25' RAH25-1
3/8'' x 50' RAH50-1 RAH50 RAH50-6

3/8'' x 100' RAH100-1 RAH100

MAC700
MAC2400
MAC5200

FITTINGS

Model
2/Pkg.
Part#

Type

MAC700
MAC2400
MAC5200

Thread
Size Style
1/4''

1/4''
Automotive

1/4'' 311004-A
3/8'' 311009-A
3/8'' 311005-A

311016-A
311012-A3/8'' 

Automotive 311017-A
311013-A
311006-A
311002-A1/4'' 

Industrial 311007-A
311003-A
311014-A
311010-A3/8'' 

Industrial 311015-A
311011-A

Body

1/4''

3/8''

1/4''

3/8''

1/4''
1/4''
3/8''
3/8''
1/4''
1/4''

1/4''
1/4''
3/8''
3/8''

Male
Female

Male
Female

Male
Female

Male
Female

Male
Female

Male
Female

Male
Female

Male
Female

Model
2/Pkg.
Part#

Style

036003-1Fits 1/4'' automotive
& industrial fittings

1/4''

311018-A

Male

Female

MAC700
MAC2400
MAC52001/4''

Premium Vinyl

Industrial Rubber

Air Fittings

Universal Quick Coupler

311008-A

3/8''
3/8''

Thread
Size Style

BIG BORE
Cylinder and Piston

Increased performance and
pump life

AIR COMPRESSORS

MAKITA ADVANTAGES ACCESSORIES

1-800-4MAKITA    makitatools.com
CB-0304-20M  MA-0039-04 

Large Automotive
Style Air Filter

Increased air intake and
greater efficiency

Oil Sight Glass

Fast, easy and efficient
maintenance

Tank Drain Valve

Durable and easy to operate
ball valve
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Pumps
Greater Bore & Stroke

1,720 RPM - Quiet Operation (MAC700, MAC2400)

LOW AMP DRAW
Reduces incidences of tripped breakers 
and voltage drop that can cause premature 
motor failure

LOW RPM
Half the RPM of competitive units allows
for longer life and reduced maintenance

3,450 RPM - 6.5 CFM @ 90 PSI  (MAC5200)
For the ultimate in performance and 
portability

Pumps


